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KKK K KKK KKK K KKK

Gear type F must be operated through a DSI

	A	 Integral Driver/Remote 	 - Not suitable for DALI Track

	 J	 Switch Dim 	 - Not suitable for Single Circuit Track

	S	 DALI Dim 	 - Not suitable for Single Circuit Track

	L	 DALI Bluetooth 	 - Not suitable for DALI Track

	3	 Warm (3000K)     4   Neutral (4000K)

	1	 White (RAL 9010)	 2   Urban Graphite (RAL 7046)	 3   Black (RAL 9005)

Reflector	 CRI 80	 CRI 90
537	 Narrow Beam	 449	 450
538	 Wide Beam	 451	 452

Baffle Option  -  Examples Shown on page 2

K K

l  Available in a choice of lumen outputs, delivering up to 4353 lumens

l  Efficacies up to 135 lm/W

l  Single point Zhaga Book 3 LED

l  Medium beam reflector as standard

l  Life expectancy in excess of 60,000 hours (L80 B10)

l  Colour stability within 3 MacAdams

l  Protective glass fitted as standard

l  Complementary Wall Lights available 

l  Dimmable Three Circuit Track versions use Three Phase adaptors permitting only single circuit control. The Track requires the relevant dimming wiring.

l  DALI Track versions are eminently suited to diverse, adaptable lighting scenarios. The Track requires the relevant dimming wiring. 

l  Wireless Lighting Control available, see Connected video for full overview
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LED CRI 90

Surface

15W	 LED	 IS478	 _	 LED	 _	 15	 _	 +	 448
23W	 LED	 IS478	 _	 LED	 _	 23	 _	 +	 448
30W	 LED	 IS478	 _	 LED	 _	 30	 _	 +	 448

Single Circuit Track

15W	 LED	 TS478	 _	 LED	 _	 15	 _	 +	 448
23W	 LED	 TS478	 _	 LED	 _	 23	 _	 +	 448
30W	 LED	 TS478	 _	 LED	 _	 30	 _	 +	 448

Three Circuit Track

15W	 LED	 TT478	 _	 LED	 _	 15	 _	 +	 448
23W	 LED	 TT478	 _	 LED	 _	 23	 _	 +	 448
30W	 LED	 TT478	 _	 LED	 _	 30	 _	 +	 448

DALI Track

15W	 LED	 TD478	 _	 LED	 _	 15	 _	 +	 448
23W	 LED	 TD478	 _	 LED	 _	 23	 _	 +	 448
30W	 LED	 TD478	 _	 LED	 _	 30	 _	 +	 448

Azuma®   Midi
LED CRI 80

Surface

15W	 LED	 IS477	 _	 LED	 _	 15	 _	 +	 447
23W	 LED	 IS477	 _	 LED	 _	 23	 _	 +	 447
30W	 LED	 IS477	 _	 LED	 _	 30	 _	 +	 447

Single Circuit Track

15W	 LED	 TS477	 _	 LED	 _	 15	 _	 +	 447
23W	 LED	 TS477	 _	 LED	 _	 23	 _	 +	 447
30W	 LED	 TS477	 _	 LED	 _	 30	 _	 +	 447

Three Circuit Track

15W	 LED	 TT477	 _	 LED	 _	 15	 _	 +	 447
23W	 LED	 TT477	 _	 LED	 _	 23	 _	 +	 447
30W	 LED	 TT477	 _	 LED	 _	 30	 _	 +	 447

DALI Track

15W	 LED	 TD477	 _	 LED	 _	 15	 _	 +	 447
23W	 LED	 TD477	 _	 LED	 _	 23	 _	 +	 447
30W	 LED	 TD477	 _	 LED	 _	 30	 _	 +	 447
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Azuma®   Midi

Baffle Option

Options

539 Anti Glare Baffle

	 CRI 80 	 CRI 90

	 CRI 80 	 CRI 90

15W
2267 lm
0.92
80
16.3W
0.98
0.07A
20.0A (200us)
20.0A (200us)
127 lm/W
N/A

15W
2393 lm
0.92
80
16.3W
0.98
0.07A
20.0A (200us)
20.0A (200us)
135 lm/W
N/A

23W
3327 lm
0.92
80
25.6W
0.98
0.10A
20.0A (200us)
20.0A (200us)
119 lm/W
N/A

23W
3536 lm
0.92
80
25.6W
0.98
0.10A
20.0A (200us)
20.0A (200us)
127 lm/W
N/AW

30W
4317 lm
0.92
80
33.4W
0.98
0.14A
20.0A (200us)
20.0A (200us)
118 lm/W
N/A

30W
4353 lm
0.92
80
33.4W
0.98
0.14A
20.0A (200us)
20.0A (200us)
119 lm/W
N/A

15W
1950 lm
0.92
90
16.3W
0.98
0.07A
20.0A (200us)
20.0A (200us)
110 lm/W
N/A

15W
1953 lm
0.92
90
16.3W
0.98
0.07A
20.0A (200us)
20.0A (200us)
110 lm/W
N/A

23W
2768 lm
0.92
90
25.6W
0.98
0.10A
20.0A (200us)
20.0A (200us)
99 lm/W
N/A

23W
2935 lm
0.92
90
25.6W
0.98
0.10A
20.0A (200us)
20.0A (200us)
105 lm/W
N/AW

30W
3547 lm
0.92
90
33.4W
0.98
0.14A
20.0A (200us)
20.0A (200us)
97 lm/W
N/A

30W
3689 lm
0.92
90
33.4W
0.98
0.14A
20.0A (200us)
20.0A (200us)
101 lm/W
N/A

	 3	 Warm White LED (3000K)
		  Lumen Output
		  LOR
		  CRI
		  Total Power
		  Power Factor
		  Running Current
		  Inrush Current (Std)
                   Inrush Current (Dim)
		  Efficacy
		  Emergency Output (BLF)

	 4	 Neutral White LED (4000K)
		  Lumen Output
		  LOR
		  CRI
		  Total Power
		  Power Factor
		  Running Current
		  Inrush Current (Std)
                   Inrush Current (Dim)
		  Efficacy
		  Emergency Output (BLF)

Photometrics

	 447-448  DLOR: 0.92	 449-450  DLOR: 0.92	 451-452  DLOR: 0.90

	 Transverse	 Axial
	 0o/180o	 90o/270o

	 Transverse	 Axial
	 0o/180o	 90o/270o

	 Transverse	 Axial
	 0o/180o	 90o/270o


