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* All values provided in this document are subject to International standards and electronic components from leading suppliers which are subject to 	
	 +/- 10% tolerance and apply at an ambient temperature of 25°C. Hacel Lighting look to constantly improve it’s product and reserve the right to change 	
	 specifications without prior notification.

Tel:  (0191) 280 9911    Email:  technical@hacel.co.uk    Web:  www.hacel.co.uk

	 CRI 80

	 CRI 80

35W
6247 lm
0.66
80
39.4W
0.95
0.18A
35.0A (220us)
24.1A (181us)
105 lm/W
296 (4%)
C

35W
6626 lm
0.66
80
39.4W
0.95
0.18A
35.0A (220us)
24.1A (181us)
111 lm/W
314 (4%)
B

	 3	 Warm White LED (3000K)
		  Lumen Output
		  LOR
		  CRI
		  Total Power
		  Power Factor
		  Running Current
		  Inrush Current (Std)

                  Inrush Current (Dim)
		  Efficacy
		  Emergency Output

Energy Efficiency Class of Light Source

	 4	 Neutral White LED (4000K)
		  Lumen Output
		  LOR
		  CRI
		  Total Power
		  Power Factor
		  Running Current
		  Inrush Current (Std)

                  Inrush Current (Dim)
		  Efficacy
		  Emergency Output

Energy Efficiency Class of Light Source

KK K KKK

Breeze   632, 633

LED

35W	 LED	  	 WL632	 _	 LED	 _	 35	 _	 +	 417

35W	 LED	  	 WL633	 _	 LED	 _	 35	 _	 +	 417

K

l  Sculpted wave of architectural lighting with curved glass features

l  Available in a choice of lumen outputs up to 6626 lumens

l  Efficacies up to 111 lm/W

l  Colour stability within 3 MacAdams

l  Meticulously designed and engineered, life expectancy of 72,000 hours (L80 B10)

l  Provides a perfect balance of uplighting and downlighting

l Wireless Lighting Control available

Gear types F & G must be operated through a DSI

	A	 Integral Driver/Remote
	E	 Emergency (WL632)
	F	 Digital Dim
	G	 Digital Dim + Emergency (WL632)
	 J	 Switch Dim
	K	 Switch Dim + Emergency (WL632)
	S	 DALI Dim
	T	 DALI Dim + Emergency (WL632)
	C	 DALI Dim + DALI Emergency (WL632)

	L	 DALI Bluetooth
	M	 DALI Bluetooth + Emergency (WL632)

	3	 Warm (3000K)     4   Neutral (4000K)

	1	 White (RAL 9010)	 2   Urban Graphite (RAL 7046)	 3   Black (RAL 9005)

Breeze

602

95

55%

45%

WL632
554 261

WL633
190

244118126

WL632

12
26

WL633
184 548

134

67
12
33

230V
50Hz 20

I P
134mm

WL633
488mm

WL632
6.0 kg

WL633
7.5 kg

WL632

	 417  ULOR: 0.30  DLOR: 0.36

	 Transverse	 Axial
	 0o/180o	 90o/270o

Photometrics
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